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Fabric Gasket (Shield Form Gasket, Gold Gasket)
General Description

Characteristics Approval (Flammability)

Shielding Effectiveness

Quality Performance of AMIC Fabric Gaskets
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� Enhanced Benefits of Embossing

ISO 9001Total EMC Products
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Patented

Construction
�
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ISO 9001 Total EMC Products
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- Flat Type (Standard)

- Embossing Type (The height of this products is more than 4.0mm)
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How to order (Standard Products)

D-Sub Shape P/N

- Shield Form UL Approved (File No:E206305)
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How to packing for small and big size
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Figure for Shield Form Products

Fabric : G

Fabric : Al

Fabric : K

Fabric : K

Fabric : K

Fabric : R

Fabric : K

Fabric : G

Fabric : C

Fabric : K

Fabric : K

Fabric : K

Sponge : F

Sponge : S

Sponge : W

Sponge : F

Sponge : H

Sponge : F

Sponge : W

Sponge : F

Sponge : C

Sponge : F

Sponge : F

Sponge : F

"Rec." Shape

"Rec." Shape

"LS" Shape

"P" Shape

D-Sub Connectors

"Rec." Shape

"RN" Shape

"LN" Shape

"PP" Shape

"Rec." Shape

"N" Shape

"U" Shape

"RR" Shape
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Specification of raw materials (Standard type of Fabric Gasket)

Conductive Fabrics

Frequency(MHz)Frequency(MHz)

Tested by ASTM D4935 methodTested by ASTM D4935 method

EXPAN Part No. : M2Rip-CN EXPAN Part No. : M2Rip-CNG
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Shielding Effectiveness Shielding Effectiveness
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Elastomer

Adhesive Tape

Compression-Deflection and Conductivity-Deflection of Fabric Gasket
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